Lawrence receivers LT9300-CR-USB&LT9400CR-USB
*Fully DVB-C/MPEG-2 compliant. 
*USB2.0 interface. 
*Support MP3,JPG image and photo display. 
*USB PVR function support.
*5000 channels memory space. 
*RGB output supported. 
*Multi QAM demodulation selection: 16QAM,32QAM,64QAM,128QAM and 256QAM 
*256-color on screen display (OSD). 
*Video outputs support for all NTSC,PAL B/G,I,D/K,N,M,SECAM worldwide standards,and Macrovision copy protection supported. 
*Multi-language OSD (English,Chinese,German,Italian,Spanish, French,Turkish,Arabic,Persian,Greek,Portuguese,Russian,Polish etc.). 
*Multi-language audio and subtitle reception. 
*7 days Electronic Program Guide (EPG) supported. 
*Teletext and close caption output through VBI and OSD. 
*RF modulator for TV standard (PAL B/G/D/I/K/N/M,NTSC, SECAM). 
*Dolby digital encoded bit-stream output via S/PDIF port. 
*Picture In Graphics (PIG) supported. 
*NIT search supported. 
*Automatic and manual search. 
*Upgrade software from PC to receiver,or from receiver to receiver through RS-232 port. Support upgrade software from USB 
*Timer function supported. 
*4:3,16:9 aspect ratio support through pan/scan or letter-boxing. 
*Games included. 
*Picture In Picture (4,6,9,16 PIP available) function. 
*Easy-Installation Menu. 
*Conax CAS7.0 embedded. 
*The OTC (Over-To-Cable) upgrade supported. 
*Support 6MHz/7MHz/8MHz bandwidth. 
*Support Conax CAS Pairing Function.
 THE LT9300CR-USB HAS 1 SLOT CARD READER

 THE LT9400CR-USB HAS 2 SLOT CARD READER
